
2010-1-PS-20
Centrales convencionales: fuente de alimentación 2,5A.

Details

Interface ARCNET RS485 a RS232 para paneles FP1200/2000

Permite a aplicaciones de PC operar e integrar sistemas de incendios

Operación a 230Vac

Puede usar el MOD2000 o el ACA300N para operaciones remotas

Operación como "Black Box"

Convertidor de protocolo ARCNET RS485 a
RS232 para FP1200 y FP2000

El nodo universal UN2011SWE permite al sistema de incendio basado

en centrales FP100 y FP2000 expandirse hacia aplicaciones de PC de

gestión y monitorización mediante interface de conexión RS232. Esta

implementación puede ser local o remota utilizando el módem

MOD2000 o via TCP-IP usando el ACA300N.Se alimenta a 23oVac e

incorpora en su interior el cargador para las baterías



2010-1-PS-20
Centrales convencionales: fuente de alimentación 2,5A.

Technical specifications

Físico
Factor de forma Pequeño
Dimensiones físicas 160 x 60 x 245 mm (W x H x D)
Peso neto 520 g
Peso de envío 660 g
Tipo de Montaje En armario

Estándares y regulaciones
Cumplimiento CPD, RoHS, WEEE
Certificación EN54-13, EN54-2

As a company of innovation, UTC Fire & Security reserves the right to change product specifications

without notice. For the latest product specifications, visit UTC Fire & Security online or contact your

sales representative.

Last updated on 8 October 2020 - 13:10

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

