
SISTEMAS DE CONTROL

PUPITRE MICROFÓNICO

Pupitre microfónico para control remoto de los amplificadores
NOVA500 y NOVA500S. Dispone de 12 teclas programables para
la selección de zona, de música, mensajes... y de tecla de
selección de todas las zonas. Distancia al amplificador de hasta
600 m, con posibilidad de conexión redundante. Dispone de ajuste
de volumen, entrada externa mic/line, posibilidad de
funcionamiento PTT (push-to-talk)...

Control
Distancia de comunicación
Alimentación
Entrada de audio

línea
micrófono

Dimensiones (mm)
Peso
Acabado

12 teclas programables
hasta 600 m
phantom 20 ~ 27,5 V

775 mV / 10 kΩ
5 mV / 600 Ω
240 (ancho) x 140 (fondo) x 55 (alto, sin micrófono)
1 kg
Aluminio, color negro
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MICROPHONE DESK

Microphone desk for remote control of the NOVA500 and
NOVA500S amplifiers. It has 12 programmable keys for zone
selection, music, messages ... and a selection key for all zones.
Distance to the amplifier up to 600 m, with the possibility of
redundant connection. It has volume adjustment, external mic /
line input, possibility of PTT (push-to-talk) operation ...

Control
Communication distance
Power supply
Audio input

line
microphone

Dimensions (mm)
Weight
Finish

12 programmable keys
up to 600 m
phantom 20 ~ 27.5 V

775 mV / 10 kΩ
5 mV / 600 Ω
240 (width) x 140 (depth) x 55 (high, without microphone)
1 kg
Aluminium, black colour
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