
ALTAVOCES

ALTAVOCES DE TECHO METÁLICOS - SERIE ATP

Serie de altavoces para empotrar en techo de 4’’, 5” 6” y
8”, de 6 W RMS para línea de 100 V (excepto el modelo
de 8”, de 20 W), de reja circular metálica, cerco de ABS
y anclaje mediante garras y muelles.

A-254ATP
A-255ATP
A-256ATP

4”
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6”

6 W

6 W

6 W

98 dB
A-252ATP 2,5” 6 W 94 dB

100 dB

101 dB

A-258ATP 8” 20 W 107 dB

Altavoz
Potencia RMS
Selección de potencia
Respuesta en frecuencia
SPL 1 m, 1 kHz
Dimensiones (mm)
Orificio para empotrar
Peso
Acabado
Color

2,5’’
6 W
6, 3 y 1 W
120 ~ 15.000 Hz
87 dB (1 W) / 94 dB (6 W)
Ø 103 x 80 (fondo)
Ø 95 mm

0,50 kg
Metal + ABS
blanco RAL 9016

4’’
6 W
6, 3 y 1 W
100 ~ 15.000 Hz
92 dB (1 W) / 98 dB (6 W)
Ø 150 x 80 (fondo). 
Ø 120 mm
0,50 kg
Metal + ABS
blanco RAL 9016

5’’
6 W
6, 3 y 1 W
100 ~ 15.000 Hz
92 dB (1 W) / 100 dB (6 W)
Ø 175 x 60 (fondo)
Ø 150 mm

0,50 kg
Metal + ABS
blanco RAL 9016

6’’
6 W 
6, 3 y 1 W
100 ~ 15.000 Hz
93 dB (1 W) / 101 dB (6 W)
Ø 188 x 76 (fondo)
Ø 170 mm

0,75 kg
Metal + ABS
blanco RAL 9016

8’’
20 W 
20, 10 y 5 W
100 ~ 15.000 Hz
94 dB (1 W) / 107 dB (20 W)
Ø 228 x 90 (fondo)
Ø 207 mm

1,00 kg
Metal + ABS
blanco RAL 9016
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LOUDSPEAKERS

A-252ATP A-254ATP
A-255ATP
A-256ATP
A-258ATP

Loudspeaker
RMS power
Power selection
Frequency response
SPL 1 m, 1 kHz
Dimensions (mm)
Hole for flush installation
Weight
Finish
Colour

2.5"
6 W
6, 3 and 1 W
120 ~ 15,000 Hz
87 dB (1 W)/94 dB (6 W)
Ø 103 x 80 (depth)
Ø 95 mm

0.50 Kg
Metal + ABS
RAL 9016 white

4"
6 W
6, 3 and 1 W
100 ~ 15,000 Hz
92 dB (1 W)/98 dB (6 W)
Ø 150 x 80 (depth) 
Ø 120 mm
0.50 Kg
Metal + ABS
RAL 9016 white

5"
6 W
6, 3 and 1 W
100 ~ 15,000 Hz
92 dB (1 W)/100 dB (6 W)
Ø 175 x 60 (depth)
Ø 150 mm

0.50 Kg
Metal + ABS
RAL 9016 white

6"
6 W
6, 3 and 1 W
100 ~ 15,000 Hz
93 dB (1 W)/101 dB (6 W)
Ø 188 x 76 (depth)
Ø 170 mm

0.75 Kg
Metal + ABS
RAL 9016 white

8"
20 W
20, 10 and 5 W
100 ~ 15,000 Hz
94 dB (1 W)/107 dB (20 W)
Ø 228 x 90 (depth)
Ø 207 mm

1.00 Kg
Metal + ABS
RAL 9016 white

A-258ATPA-256ATPA-255ATPA-254ATPA-252ATP

CEILING MOUNTED METAL LOUDSPEAKERS - ATP SERIES

A loudspeaker series, for installing in false ceiling, of 4”,
5”, 6” and 8”, of 6 W RMS for 100-V line (10 W, 8" model),
metal circular frame and grille, ABS surround and hook
and spring mounting system.
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