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ALTAVOCES

ALTAVOZ DE TECHO DE DOS VÍAS

A-226CEN 2 vías 10 W 101 dB

Altavoz de techo de dos vías (6,5” y tweeter
de neodimio) y 10 W de potencia en línea de
100 V. Certificación EN 54-24. Cumple
además con la normativa británica de
seguridad BS 5839, parte 8.

Potencia RMS
Rango de frecuencias
Respuesta en frecuencia
SPL 1 W / 1 m, IEC 268-5
SPL 1 W / 4 m, IEC 268-5
SPL Pmax / 4 m, IEC 268-5
Sensibilidad EN54-24, 1 W / 4m
Dispersión -6 dB, 500 Hz
Dispersión -6 dB, 1 KHz
Dispersión -6 dB, 2 KHz
Dispersión -6 dB, 4 KHz
Conector
Sección de cable máxima
Sección de cable máxima (entrada - salida)
Rango de temperatura
Grado de protección
Dimensiones (mm)
Peso
Color
Montaje
Orificio empotrar (mm)
Normativa

10/ 6 / 3 / 1,5 W
275 ~ 23.500 Hz
65 ~ 24.000 Hz
91,2 dB
79,2 dB
89,2 dB
72,9 dB
180°
180°
130°
44°
Regleta de 2 terminales con tornillo
8 mm²
2 x 2 mm²
-20 / +80 °C
IP 21C
220 x 134
2,02 kg
RAL 9010
Rápido mediante muelles
194
EN 54-24 / BS 5839, p.8

DimensionesEspecificaciones técnicas
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LOUDSPEAKERS

TWO-WAY CEILING LOUDSPEAKER

Power
Frequency Range
Frequency Response
SPL 1 W / 1 m, IEC 268-5
SPL  1 W / 4 m, IEC 268-5
SPL Pmax / 4 m, IEC 268-5
Sensitivity EN54-24, 1 W / 4m
Dispersion -6 dB, 500 Hz
Dispersion -6 dB, 1 KHz
Dispersion -6 dB, 2 KHz
Dispersion -6 dB, 4 KHz
Connector
Maximum cable cross section
Maximum cable cross section loop
Temperature range
Degree of protection
Dimensions (mm)
Weight (net)
Colour
Mounting
Ceiling Cut-out (mm)
Normative

10 / 6 / 3 / 1.5 W
275 ~ 23,500 Hz
65 ~ 24,000 Hz
91.2 dB
79.2 dB
89.2 dB
72.9 dB
180°
180°
130°
44°
2-pin screw terminal
8 mm²
2 x 2 mm²
-20 / +80 °C
IP 21C
220 x 134
2.02 kg
RAL 9010
quick fit mounting
194
EN 54-24 / BS 5839, p.8

DimensionsTechnical specifications

A-226CEN 2-way 10 W 101 dB

Two-way ceiling loudspeaker (6,5” &
neodymium  tweeter) and 10 W RMS power,
100 V line. EN-54 certified. The speaker is
also compliant with the British Standard BS
5839, part 8.
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