
ALTAVOCES

Altavoces
Potencia
Selección de potencia
Sensibilidad
Presión Acústica
Sensibilidad EN54-4
Respuesta en frecuencia
Cobertura 1kHz / 4kHz
Temperatura de trabajo
Grado de protección
Dimensiones (mm)
Peso
Acabado
Color
Montaje
Selección de potencia
Normativa

Graves: 6” & Agudos: Tweeter de 1”
50 W
50 W, 25 W, 12,5 W y 6,25 W (100 W) | 50 W (8 Ω)
88,2 dB SPL a 1 W / 1 m IEC268-5
105,2 dB SPL a 50 W / 1 m IEC268-5
76,7 dB SPL a 1 W / 4 m
53 ~ 20.300 Hz
152º (h), 114º (v) / 64º (h), 43º (v) (-6 dB)
-25ºC ~ +80ºC
IP65
330 x 205 x 192
3,65 kg
ABS, rejilla metálica
CA-950EN: Negro (RAL9011) | CA-950WEN: Blanco (RAL9010)
soporte giratorio
terminales por regleta
certificado EN 54-24:2008. Cumple con BS-5839, parte 8

CAJA ACÚSTICA

50 W 105 dBCA-950EN

Caja acústica de dos vías, 50 W RMS de potencia en línea de 100 V y conexión disponible a 8 ohm. Se puede
instalar en pared o techo con el soporte giratorio incluido, tanto en interior como en intemperie (dispone de grado
de protección IP65). Disponible en color blanco y negro. Adecuada para sistemas de alarma por voz, cumple con
BS-5839, parte 8 y está certificada EN 54-24. 
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negro

50 W 105 dBCA-950WEN blanco

IP65

IP65



LOUDSPEAKERS

www.optimusaudio.com
C/ Barcelona 101

17003 Girona (Spain)
(+34) 972 203 300

Loudspeaker
Rated power (RMS)
Power tabs
Sensitivity
Sound Pressure
Sensitivity EN54-4
Frequency response
Dispersion 1kHz / 4kHz
Operating temperature
Protection degree
Dimensions (mm)
Weight
Finish
Colour
Mounting
Power selection
Standars

Woofer: 6” & Tweeter: 1”
50 W
50 W, 25 W, 12.5 W & 6.25 W (100 W) | 50 W (8 Ω)
88.2 dB SPL at 1 W / 1 m IEC268-5
105.2 dB SPL at 15 W / 1 m IEC268-5
76.7 dB SPL at 1 W / 4 m
53 ~ 20,300 Hz
152º (h), 114º (v) / 64º (h), 43º (v) (-6 dB)
-25ºC ~ +80ºC
IP65
330 x 205 x 192
3,65 kg
ABS, metallic grille
CA-950EN: Black (RAL9011) | CA-950WEN: White (RAL9010)
swiwel bracket
by terminals
certified EN 54-24:2008. In compliance with BS-5839, part 8

TWO-WAY SPEAKER

50 W 105 dBCA-950EN

Two-way compact speaker, power of 50 W RMS at 100 V line, also with connection available at 8 ohms. It can be
installed on the wall or ceiling with the swivel bracket included, both indoors and outdoors (it has IP65 degree of
protection). Available in black and white. Suitable for voice alarm systems, it complies with BS-5839, part 8 and is
EN 54-24 certified.

DimensionsTechnical specifications
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black

50 W 105 dBCA-950WEN white

IP65

IP65


