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ALTAVOCES

ALTAVOZ COLGANTE CON DISPERSIÓN DE 360º

M8764B 1x8” + 4x3” + 1x1” 64 W 111 dB

Altavoz colgante con dispersión de 360º H x 180º V adecuado para techos altos, de 64 W de potencia en línea de 100
V y con la conexión a 8 ohm disponible (150 W). Compuesto por 6 altavoces (1x8", 4x3" y 1x1") y dos bass ports. La
unidad se suministra con 2 cables para suspensión de 6 m cada uno. Para interiores y exteriores bajo cubierta.

Altavoces
Potencia RMS
Selección de potencia
Baja impedancia
Respuesta en frecuencia
SPL 1 m, 1 kHz
Filtros de cruce
Dispersión
Dimensiones (mm)
Acabado
Color
Peso
Accesorios

woofer 8” + 4 x medios 3” + tweeter 1” + 2 bass ports
64 W, 100 V
64, 32, 16 y 8 W (conmutador)
8 ohm (150 W)
60 ~ 20.000 Hz
93 dB (1 W) / 111 dB (64 W) / 115 dB (150 W)
900 Hz y 5 kHz, 12 dB
360ºH x 180º V
495 (Ø) x 305
Recinto de polietileno y rejilla metálica
Negro
9,2 kg
2 cables de suspensión de 6 m
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LOUDSPEAKERS

PENDANT SPEAKER WITH 360º DISPERSION 

M8764B 1x8” + 4x3” + 1x1” 64 W 111 dB

Pendant speaker with 360º H x 180º V dispersion for high ceilings, with 64 W RMS power in 100 V line and with 8 ohm
connection available (150 W). Composed of 6 speakers (1x8 ", 4x3" and 1x1") and two bass ports. The unit includes 2
gripple cable of 6 m. For indoors and covered outdoors.

Speakers
RMS Power
Power selection
Low impedance
Frequency response
SPL 1 m, 1 kHz
Crossover
Dispersion
Dimensions (mm)
Finished
Color
Weight
Accesories

woofer 8” + 4 x midrange 3” + tweeter 1” + 2 bass ports
64 W, 100 V
64, 32, 16 and 8 W (selectable switch)
8 ohm (150 W)
60 ~ 20.000 Hz
93 dB (1 W) / 111 dB (64 W) / 115 dB (150 W)
900 Hz and 5 kHz, 12 dB
360ºH x 180º V
495 (Ø) x 305
Enclosure in polyethylene and metallic grill
Black
9.2 kg
2 gripple cable of 6 m


