
ATS1483
ATS118x to Unsecure Mode

Details

When applied configures ATS1180/ATS1181 to ATS1160N/ATS1161N

mode

Apply when reader not online

Product Overview

The ATS1483 ATS118x to Unsecure Mode configuration card allow to

configure the ATS1180 or ATS1181 to  ATS1160/61N Mifare reader

mode (unsecure mode) without any programming device or menu

configuration. 

The configuration card has to be applied when the reader is not online.



ATS1483
ATS118x to Unsecure Mode

Technical specifications

Tecnología
Tipo de credencial Tarjeta de Configuración, Tarjeta inteligente
Frecuencia de
funcionamiento de las
tarjetas

13,56 MHz

Sistema
Distancia de lectura min 1 cm
Modelo de datos
personalizado

No

Lectores soportados ATS ATS118x Secure Readers

Impresión
Impresion de superficie
directa

Si

Información del pedido
Cantidad mínima de
pedido

1

Tarjetas/Llaveros en
paquete

1

Físico
Material PVC
Factor de forma CR80 (Credit)
Dimensiones físicas 86 x 54 mm
Color Blanco
Etiqueta de la tarjeta Programming Card

Como empresa innovadora, Carrier Fire & Security se reserva el derecho de modificar las

especificaciones de los productos sin previo aviso. Para conocer las últimas especificaciones de los

productos, visite la Web de firesecurityproducts.com o póngase en contacto con su comercial.
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