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AWO400   v1.4/IV

AK 7Ah
CODE:
NAME:

DESTINATION 
 for mounting the battery 7Ah/12V (SLA)Metal casing

TECHNICAL DATA 
:      

  

Fitting battery:                                           1x7Ah  

Weight net/gross:                                      0,60kg / 0,70kg  [+/-0,1kg]

Operating environment:                            class II, -10°C÷ 40°C

Tamper protection:                                    1 x microswitch: opening, 0,5A@50V/DC max. NC- contacts

Closing:                                                      screwed x 2 

Notes:                                                         distance from wall (mounting sourface) 

                                                                    possibility to install  DIN rail housing (the PKAZ107 set is required)
Warranty:                                                    2 year from the production date                                                      

External dimensions of the enclosure W=176, H=121, D+D =72+8 [+/- 2mm]

External dimensions of the front panel: =180, =122 [+/- 2mm]
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Material description:                                  sheet steel DC01, thickness: 0,7mm, protection anticorrosion, color: RAL 9003

Destination:                                                indoor

Tel. +48-14-610-19-40,  fax: +48-14- 610-19-50,  www.pulsar.pl, www.zasilacze.pl,  e-mail: sales@pulsar.pl
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ACCESSORIES: 

PKAZ 107

+

Mounting kit for DIN rail.
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