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ALTAVOCES

COLUMNAS ACÚSTICAS - SERIE C600A

C-620A
C-630A
C-640A

4 x 2,5”

6 x 2,5”

8 x 2,5”

20 W

30 W

40 W

104 dB

107 dB

109 dB

Altavoces
Potencia RMS
Selección de potencia
Respuesta en frecuencia
SPL (1 m, 1 kHz)
Dimensiones (mm)
Peso
Acabado

6 de 2,5’’
30 W
30 y 15 W
170 ~ 15.000 Hz
92 dB (1 W), 107 dB (30 W)
106 x 548 x 75
2,74 kg
aluminio blanco (RAL 9016)

8 de 2,5’’
40 W
40 y 20 W
170 ~ 15.000 Hz
93 dB (1 W), 109 dB (40 W)
106 x 691 x 75
3,46 kg
aluminio blanco (RAL 9016)

4 de 2,5’’
20 W
20 y 10 W
170 ~ 15.000 Hz
91 dB (1 W), 104 dB (20 W)
106 x 405 x 75
2,04 kg
aluminio blanco (RAL 9016)

C-620A C-630A C-640A

Columnas acústicas  constituidas por altavoces de 2,5’’, con recinto
estrecho y alargado, de estilizada apariencia exterior. Las columnas
son metálicas, tanto para interior como exterior, e incorporan los
soportes para su anclaje en pared.
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LOUDSPEAKERS

ACOUSTIC COLUMNS - C600A SERIES

C-620A
C-630A
C-640A

4 x 2,5”

6 x 2,5”

8 x 2,5”

20 W

30 W

40 W

104 dB

107 dB

109 dB

LOUDSPEAKERS
RMS power
Power selection
Frequency response
SPL (1 m, 1 kHz)
Dimensions (mm)
Weight
Finish

6 of 2.5"
30 W
30 and 15 W
170 ~ 15,000 Hz
92 dB (1 W), 107 dB (30 W)
106 x 548 x 75
2.74 Kg
white aluminium (RAL 9016)

8 of 2.5"
40 W
40 and 20 W
170 ~ 15,000 Hz
93 dB (1 W), 109 dB (40 W)
106 x 691 x 75
3.46 Kg
white aluminium (RAL 9016)

4 of 2.5"
20 W
20 and 10 W
170 ~ 15,000 Hz
91 dB (1 W), 104 dB (20 W)
106 x 405 x 75
2.04 Kg
white aluminium (RAL 9016)

C-620A C-630A C-640A

Acoustic columns formed by 2.5" loudspeakers in a narrow and long
enclosure with an elegant exterior appearance. The outdoor and
indoor columns are metal and include the brackets for wall
mounting.


