FUENTES DE SONIDO S~

FUENTE MUSICAL DOBLE

MM-ITC AM/FM - Sobremesa o rack (1 unidad de altura)

+ Reproductor de CD

Fuente musical con sintonizador de AM-FM, reproductor de - Reproductor de MP3 (USB / SD frontal)
discos compactos (CD audio / MP3), lector de tarjetas SD y de « Sintonizador de radio AM/FM
memorias USB. Mando a distancia. - Mando a distancia

Salidas estéreo para CD/MP3 y para AM/FM

El equipo dispone de salida independiente para cada fuente , ) _
+ Ajuste de volumen desde mando a distancia

musical, con ajuste de nivel de audio.

ixa QQ

Nivel de salida 500 mV
Impedancia de salida 1KQ
Potencia consumida 10 VA
Rango de frecuencias FM: 87 ~ 108 MHz
AM: 522 ~ 1611 kHz
Sensibilidad FM <20 pv
AM < 6 mV
SNR FM > 40 dB
AM > 36 dB

Protocolo de Comunicacién 20 Hz ~ 20 kHz (+1 dB)
Modo de Comunicacion RS-422

Alimentacion 220 ~ 240 VCA 50/60 Hz
Dimensiones 484 x 48 x 215 mm
Peso neto 37kg
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DOUBLE MUSICAL SOURCE

MM-ITC AM/FM

A musical source with AM-FM tuner, compact disc player (audio
CD/MP3), SD card and USB memory reader. Remote control.

The unit has independent output for each musical source, with
audio level adjustment.

ixa QQ

- Tabletop or rack mount (1 height unit)
- CD player

+ MP3 player (frontal USB / SD)

* AM/FM tuner

- Remote control

+ Two stereo outputs: CD/MP3 and AM/FM
- Volume adjustment from remote control

Output level 500 mV
Output impedance 1KQ
Consumed power 10 VA
Frequency range FM: 87 ~ 108 MHz

AM: 522 ~ 1611 kHz
Sensitivity FM <20 pv

AM < 6 mV
SNR FM > 40 dB

AM > 36 dB
Communication protocol 20 Hz ~ 20 kHz (+1 dB)
Communication mode RS-422
Power supply 220 ~ 240 VCA 50/60 Hz
Dimensions 484 x 48 x 215 mm
Net weight 3.7Kg
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