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DV3.4x3.8SA-SA1

TruVision box camera 3 and 5 MegaPixel 1/2" 3,8-13mm, Vari-Focal lenses

Standard Features

Suitable for the TruVision™ 3.0 MPx and 5MPx Gen2
Excellent optical properties

Made by Fujinon

Highest quality manufacturing

Reliable

The range of lenses supplied by UTC Fire & Security, are
manufactured by Fujinon, a widely respected Japanese
specialist lens manufacturer. The range of lenses give a choice
of lens products which are of the highest possible optical quality
while still representing excellent value for money



DV3.4x3.8SA-SA1

TruVision box camera 3 and 5 MegaPixel 1/2" 3,8-13mm, Vari-Focal lenses

Specifications Ordering Information
Sutable o Vo320
TVC-M5220-1 DV3.4x3.8SA-SA1 - 3,8-13mm, Vari-Focal lenses

Focal length 3.8t0 13 mm

Iris range F1.4 to T360

Iris operation Auto

Focus operation Manual

Zoom operation Manual

Angle of view 97°34" x 71°47" (wide 1/2 format)

Angle of view 28°23" x 21°18’(tele 1/2 format)

Focussing range 0.3 m to infinity

Mount C mount

Weight 80 g

Current consumption 23 mA (max.) at 4 VDC
As a company of innovation, UTC Fire & Security reserves the right to change product ul‘liteu
spgcifications without notice. For the Iat_est product specifications, visit UTC Fire & Security TBI:I'IIIDll)giES
online or contact your sales representative.
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