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MICRÓFONOS INALÁMBRICOS

UB-900

Frecuencia de portadora
Ganancia 
Impedancia
Ángulo de cobertura
Alimentación
Dimensiones
Peso
Acabado
Accesorios

470 ~ 870 MHz, UHF
-0,5 a 3 dB
50 Ω 
360º
12 ~ 18 V CC
78 x 50 x 18
200 g
Gris metalizado oscuro
Soporte para pared

Antena de pared de 3 dB de ganancia. Banda UHF (470 a 870 MHz). Alimentación 12~18 V CC.
Ángulo de cobertura 360º.

ANTENA DE PARED

Receptores Distribuidor de antenas

US-902DC
US-8001DC

Rango de frecuencias
Capacidad
Alimentación
Antena
Salida de audio
Selección de canales
Relación señal-ruido
Distorsión armónica total
Dimensiones (mm)
Respuesta en frecuencia

863 ~ 865 MHz, UHF
1 micrófono
12 V CC (adaptador), 500 mA
Incorporadas
-12 dB, sim (XLR) asim (jack)

Conmutador frontal
Superior a 105 dB
Inferior al 0,6 % (a 1kHz)
221 x 40 x 152
50 ~ 18.000 Hz, ±3 dB

863 ~ 865 MHz, UHF
2 micrófonos
12 V CC (adaptador), 500 mA
Incorporadas / conectores BNC
-12 dB, sim (2 x XLR) asim (jack)
Teclado y pantalla frontal
Superior a 105 dB
Inferior al 0,6 % (a 1kHz)
480 x 45 x 232 (1 u rack)
50 ~ 18.000 Hz, ±3 dB

US-8001DCUS-902DC

UA-900
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WIRELESS MICROPHONES

Receivers Antenna distributor

US-902DC
US-8001DC

Frequency range
Capacity
Power supply
Aerial
Audio output
Channel selection
Signal-to-noise ratio
Total harmonic distortion
Dimensions (mm)
Frequency response

863 ~ 865 MHz, UHF
1 microphone
12 Vdc (adapter), 500 mA
Incorporated
-12 dB, sym (XLR) assym (jack)

Front switch
Over 105 dB
Under 0.6% (at 1 kHz)
221 x 40 x 152
50 ~ 18,000 Hz, ±3 dB

863 ~ 865 MHz, UHF
2 microphones
12 Vdc (adapter), 500 mA
BNC connectors/incorporated
-12 dB, sym (2 x XLR) assym (jack)
Keyboard and front display
Over 105 dB
Under 0.6% (at 1 kHz)
480 x 45 x 232 (1 u rack)
50 ~ 18,000 Hz, ±3 dB

US-8001DCUS-902DC

UA-900

UB-900

Frequency carrier
Gain 
Impedance
Coverage angle
Power supply
Dimensions
Weight
Finish
Accessories

470 ~ 870 MHz, UHF
-0,5 to 3 dB
50 Ω 
360º
12 ~ 18 V dc
78 x 50 x 18
200 g
Metallic dark gray
Wall bracket

Wall antenna booster of 3 dB gain. UHF band (470-870 MHz). Power 12 ~ 18 V DC. Angle 360º. 

WALL ANTENNA


