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INTERCOMUNICACIÓN IP/SIP

CAPIP1B_ES | 101046

ESTACIÓN DE ENTRADA. AUDIO o AUDIO / VÍDEO

CAP IP-V1B-P | CAP IP-1B-P

• Panel frontal de acero inoxidable
316 L antivándalo
• Cámara de vídeo color incorporada
(sólo CAP IP-V1B-P)
• 1 pulsador de llamada
• 3 leds de accesibilidad
• Bucle de inducción integrado
• Protección IP64 - IK09
• Alimentación PoE (o mediante
alimentador externo)
• H 250 x W 135 x D 14,5 mm
(empotrado, caja incluida D 40 mm)
• H 250 x W 135 x D 54,5 mm
(superficie)

CAP IP-V1B-W: Audio & Vídeo
CAP IP-1B-W: Audio solo

Versiones WiFi

Estación de entrada con 1 pulsador de llamada, IP/SIP, leds de accesibilidad y bucle de inducción.

CAP IP-V1B-P
CAP IP-V1B-W

CAP IP-1B-P
CAP IP-1B-W



CAPIP1B_EN | 101046

ENTRY STATION. AUDIO or AUDIO / VIDEO
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IP/SIP INTERCOM

CAP IP-V1B-P | CAP IP-1B-P

• Stainless steel 316 L vandal proof
front panel
• Built-in colour video camera (only
CAP IP-V1B-P)
• 1 call button and label
• 3 leds for disability regulations
• Integrated induction loop
• IP64 - IK09 rating
• PoE power supply (or optional
external power supply)
• H 250 x W 135 x D 14.5 mm (flush-
mounted with flush box D 40 mm)
• H 250 x W 135 x D 54.5 mm
(surface mounted)

CAP IP-V1B-W: Audio & Video
CAP IP-1B-W: Audio only

WiFi version

Full IP/SIP entry station with 1 call button compliant with disability regulations.

CAP IP-V1B-P
CAP IP-V1B-W

CAP IP-1B-P
CAP IP-1B-W


