MESA DE MEZCLAS

MESA DE MEZCLAS DE 12 CANALES

V& Vi3 @ 8 x mono MIC/LINE

Mesa de mezclas con 8 entradas mono configurables MIC/LINE y 2 entradas estéreo (12 canales en total). Cada
entrada dispone de ajuste de sensibilidad, ajuste de volumen, ecualizacién de tres bandas, envio a la salida de
auxiliar con pre y post fader... La mesa incluye un procesador digital de efectos de 24 bits, ecualizador grafico de 7
bandas, ajuste de ganancia por canal de salida, reproductor/grabador de MP3 con USB y bluetooth, entre otras
prestaciones.
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+ 8 entradas mono + 2 entradas estéreo.

- Ecualizador de 3 bandas por entrada.

+ Alimentacion phantom individual.

- Ajustes de nivel por canal y generales.

+ Envio a auxiliar con pre/post fader, por canal.

- Faders protegidos contra el polvo de 60 mm.

- Salidas §je audio adicionales para auriculares y
supervision.

- Indicadores led de nivel de salida, uno por canal.
- Salidas XLR simétricas.

- Preamplificadores de entrada para micréfono o
linea.

+ Ecualizador grafico de 7 bandas.
+ Procesador de efectos DSP de 24 bits.
- Reproductor / grabador de MPS3.
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MIXING TABLE

12 CHANNEL MIXING TABLE

MX-12FX

Mixing console with 8 configurable MIC / LINE mono inputs and 2 stereo inputs (12 channels in total). Each input
has sensitivity adjustment, volume adjustment, three-band equalization, send to the auxiliary output with pre and
post-fader ... The console includes a 24-bit digital effects processor, 7-band graphic equalizer, adjustment gain per
output channel, MP3 player/recorder with USB and Bluetooth, among other features.
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+ 8 mono inputs + 2 stereo inputs.

- 3-band equalizer per input.

* Individual phantom power.

- General and per-channel level adjustments.

- Send to auxiliary with pre/post fader, per
channel.

- 60mm dust protected faders.

- Additional audio outputs for headphones and
supervision.

- Qutput level led indicators, one per channel.
+ Symmetrical XLR outputs.

+ Mic or line input preamps.

- 7-band graphic equalizer.

- 24-bit DSP effects processor.

* MP3 player/recorder.
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